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instructions completely 


~ Before playing your radio, please read these. 


Please follow the simple directions in these instructions to take 
full advantage of all the capabilities and special features built into 
your solid state table radio. 


POWER SUPPLY 


M Plug the receiver's power cord into an AC electrical outlet 
(110~120V, 50~60Hz). 









YOUR SOLID STATE TABLE RADIO 
MUST BE POWERED FROM 
AN AC LINE ONLY 
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FM ANTENNA TERMINALS 





POWER CORD SERIAL NUMBER 
(FM Line Antenna) (On Label) 


LOCATION OF CONTROLS 





OFF-VOLUME TONE BAND TUNING 
CONTROL CONTROL SELECTOR CONTROL 


OPERATING THE RECEIVER 


M OFF-VOLUME CONTROL...Turn clockwise to switch radio ON 
and adjust to the desired sound level. 

MBAND SELECTOR...Use this selector to choose the desired 
radio broadcast band, FM or AM. 
For FM reception, keep this selector in ‘‘FM’’ position while 
tuning. After the FM station is properly tuned in, turn this 
selector to ‘‘FM AFC’’ position to assure drift-free listening. 
(FM tuning is normally more critical than AM tuning.) 

mM TUNING CONTROL...Tune to your favorite station on FM (87~ 
108MHz) or AM (525~1605kHz). 

MTONE CONTROL...Adjust to obtain the desired bass-treble 
quality. 


ANTENNAS 
AM Antenna 


The built-in extra-sensitive ferrite core antenna assures excellent 
AM reception in most areas. 


FM Antennas 

Built-in FM Line Antenna...This receiver has been connected to 
the built-in FM line antenna at the factory. 

Stretch out the power cord completely and change the direction 
of the power cord until optimum FM reception is obtained. 
External FM Antenna...Convenient FM Antenna Terminals are 
provided at the back of the radio to connect an external antenna. 
For FM reception in fringe areas, or where the built-in line antenna 
does not provide satisfactory reception, connect an FM dipole 
antenna to the FM Antenna Terminals. Always disconnect the 
built-in FM line antenna when connecting an external FM antenna. 
Your PANASONIC dealer is most familiar with the type of recep- 
tion in your particular area and if necessary, should be consulted 
for further information. 


SOME HELPFUL HINTS 


M Keep radio away from heating appliances, and electrical noise 
generating devices such as fluorescent lamps and motors. 

M The unit should not be directly exposed to sunlight and should 
be kept free from dust, moisture and vibration. 

M The cabinet of your unit should be given the care which you 
would afford to any piece of fine furniture. 
However, the front window should be cleaned with a soft cloth 
moistened with a mild soap and water solution. 
NEVER USE A SOLUTION CONTAINING BENZOL OR PETRO- 
LEUM. 


SPECIAL FEATURES 
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1.8 Watts of Power Output 

Jet-Glow Tuning Dial 

Extra-Powerful 4” PM Dynamic Speaker 
Low Silhouette Walnut Cabinet 

Instant Play—Cool Operation 

Automatic Frequency Control on FM 
Built-in FM/AM Antennas 

Continuous Tone Control 

External FM Antenna Terminals 


PRODUCT SERVICE 


Should your PANASONIC product ever require service, 
refer to the Directory of Authorized Servicenters, or your 
franchised PANASONIC dealer for detailed instructions. 


WARRANTY 


ONE YEAR PARTS AND LABOR SUBJECT TO THE TERMS 
OF THE WARRANTY. 
READ YOUR WARRANTY CARD COMPLETELY. 
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